AJL

ophthalmic

Reference

Brand name
Model

Type
Filter
Optical diameter

Total length

Diopters range

Edge

Angle

Constant A / ACD

Water content

Sterilization method

Shelf-life

Acrilic Intraocular Lenses

\

N

3

ASHP60

AIALA DRY

Posterior chamber, aspherical,

one piece

Hydrophobic

uv

6.0 mm

13.00 mm

-5D to +40D in steps of 1D /
+12D to +27D in steps of 0.5D

Square

5o

Constant A (optical): 119.7
Constant A (U/S): 119.2
ACD: 5.66

<0.5%

ETO

4.5 years

LLASY60

As-IOL

Posterior chamber, aspherical,

one piece

Hydrophilic

UV filter & filter for blue light.

6.0 mm

10.75 mm

-5D to +40D in steps of 1D /
+12D to +25D in steps of 0.5D

Square

0°

Constant A (optical):118
Constant A (U/S):117.3
ACD: 4.56

25%

Steam

3 years

C€ 0434
DM PLUS Double Intraocular System. Macular Degeneration. Low Vision

INTRAOCULAR LENSES

Rigid PMMA
P651300 A601250
RIGID - IOL RIGID - IOL

Posterior chamber, spherical,
one piece

Polymethyl Methacrylate (PMMA)

uv

6.5 mm

13.00 mm

-10D to +40D in steps of 1D /
+12D to +25D in steps of 0.5D

Square

10°

Constant A (optical):118.6
Constant A (U/S): 118
ACD:4.96

N/A

ETO

4.5 years

Anterior chamber, spherical,
one piece

Polymethyl Methacrylate (PMMA)

uv

6.0 mm

12.5 mm

+6D to +30D in steps of 1D

Square

Constant A (optical):116.2
Constant A (U/S):115.5
ACD: 3.51

N/A

ETO

4.5 years

(€ 0318

Reference

Brand name
Optical diameter
Total length

Diopters range

A501100 E

5.0 mm

T mm

9

A501200 E A501300 E
DM PLUS

5.0 mm 5.0 mm

12 mm 13 mm

+53 to +63 diopters in steps of 2 diopters.

)
@
P501300 @

5.0 mm
13 mm

-64

Location Anterior chamber Anterior chamber Anterior chamber Posterior chamber
Haptics configuration z z z C
Filter UV and filter for blue light.
Material Polymethyl Methacrylate (PMMA).
Sterilization method ETO
Shelf-life 4.5 years
C€ 0434
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